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ABSTRACT and interference management. Specifically, a secondary network

We address the connectivity of large-scale ad hoc cognitive radio 'S Overlaid with a primary network, where secondary users iden-
networks, where secondary users exploit channels temporarily andtify @nd exploit temporarily and locally unused channels without
locally unused by primary users and the existence of a communi- CaUSiNg unacceptable interference to primary users [18].

cation link between two secondary users depends not only on the .. .. .

distance between them but also gn the tranSmitting and r()e/ceivingl-l Connectivity and Connectivity Region
activities of nearby primary users. We introduce the concept of  While the connectivity of homogeneous ad hoc networks con-
connectivity regiordefined as the set of density pairs — the den- sisting of equal-priority users has been well studied (see, for ex-
sity of the secondary users and the density of the primary trans- ample, [1-3, 6, 12, 13]), little is known about the connectivity of
mitters — under which the secondary network is connected. Using large heterogeneous networks with interdependent, interactive, and
theories and techniques from continuum percolation, we analyti- hierarchical network components with different priorities such as
cally characterize the connectivity region of the secondary network cognitive radio (CR) networks. The problem is fundamentally dif-
by showing its three basic properties and analyzing its two critical ferent from its counterpart in homogeneous networks. In particular,
parameters. Furthermore, we reveal the tradeoff between proximity the connectivity of the low priority network component depends on
(the number of neighbors) and the occurrence of spectrum opportu-the characteristics (traffic pattern/load, topology, interference tol-
nities by studying the impact of the secondary users’ transmission erance, etc.) of the high priority component, thus creating a much
power on the connectivity region of the secondary network, and more diverse and complex design space.

design the transmission power of the secondary users to maximize Using theories and techniques from continuum percolation, we

their tolerance to the primary traffic load. analytically characterize the connectivity of large-scale ad hoc CR
. . . networks. Specifically, we consider a Poisson distributed sec-
Categories and Subject Descriptors ondary network overlaid with a Poisson distributed primary net-
H.1.0 [Information Systems: Models and Principles-General work in an infinite two dimensional Euclidean spacéVe define
F.0 [Theory of Computation]: General network connectivitgs the existence of an infinite connected com-
ponent almost surely (a.si)e., the occurrence of percolation. We
General Terms say that the secondary network is strongly connected when it con-
Algorithms, Design, Theory tains auniqueinfinite connected component a.s.
Due to the hierarchical structure of spectrum sharing, a commu-
Keywords nication link exists between two secondary users if the following
sion range; (C2) they see a spectrum opportunity determined by
1. INTRODUCTION the transmitting and receiving activities of nearby primary users

The basic idea of opportunistic spectrum access (OSA) is to (see Sec. 2.2.1). Thus, given the transmission power and the inter-
adopt a dynamic and hierarchical structure for spectrum sharing ference toleranceof both the primary and the secondary users, the
connectivity of the secondary network depends on the density of
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2This infinite network model is equivalent in distribution to the
limit of a sequence of finite networks with a fixed density as the
area of ktFe ?etw?rlﬁ increfases tho infinitg., the sq-c;illlecextﬁnded
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users (due to (C2)).

We thus introduce the concept oénnectivity regiorC, defined
as the set of density paifs\s, A\pr) under which the secondary
network is connected, wherks denotes the density of the sec-
ondary users and pr the density of primary transmitters (rep-
resenting the traffic load of the primary users). As illustrated in
Fig. 1, a secondary network with a density p@irs, Apr) inside
this region is connected: the network has a “giant” connected com-
ponent which includes infinite secondary users. The existence of
the “giant” connected component enables bidirectional communi-
cations between distant secondary users via multihop relaying. On
the other hand, a secondary network with a density P&jt A pr)
outside this region is not connected: the network is separated into
an infinite number ofinite connected components. Consequently,
any secondary user can only communicate with users within a lim-

Figure 1: The connectivity region C (the upper boundary
Apr(As) is defined as the supremum density of the primary
transmitters to ensure connectivity with afixed density of the
secondary users; the critical density\§ of the secondary users
is defined as the infimum density of the secondary users to en-
sure connectivity under apositivedensity of the primary trans-
mitters; the critical density A%, of the primary transmitters
the supremum density of the primary transmitters to ensure
connectivity with a finite density of the secondary users).

We first establish three basic properties of the connectivity re-
gion: contiguity, monotonicity of the boundary, and uniqueness of
the infinite connected component. Specifically, based on a coupling
argument, we show that the connectivity region is a contiguous area
bounded below by thas-axis and bounded above by a monoton-
ically increasing functiom - (As) (see Fig. 1), where the upper
boundaryAp-(As) is defined as

Apr(As) = sup{Apr : G(As, Apr) is connected.,

with G(As, Apr) denoting the secondary network of densky
overlaid with a primary network specified by the densityr of
the primary transmitters. The uniqueness of the infinite connected

component is established based on the ergodic theory and certain

combinatorial results. It shows that once the secondary network is
connected, it is strongly connected.

Second, we define and analyze two critical parameters of the
connectivity region:As and A%.. They jointly specify the pro-
file as well as an outer bound on the connectivity region. Referred
to as the critical density of the secondary usaisjs the infimum

density of the secondary users to ensure connectivity under a posi-

tive density of the primary transmitters:

X5 2 inf{\s : INpr > 05.t.G(As, Apr) is connected.

We show that\s equals the critical densitk. of a homogeneous
ad hoc networki(e., in the absence of primary users), which has
been well studied [11]. This result shows that the “takeoff” point
in the connectivity region is completely determined by the effect of
proximity—the number of neighbors (nodes within the transmis-
sion range of a secondary user).

Referred to as the critical density of the primary transmitters,
A% is the supremum density of the primary transmitters to ensure
the connectivity of the secondary network with a finite density of
the secondary users:

App 2 sup{Apr : IAg < 00 s.t.G(As, Apr) is connected.

We obtain an upper bound ov},» which is shown to be achievable

in simulations. More importantly, this result shows that when the
density of the primary transmitters is higher than the (finite) value
given by this upper bound, the secondary network cannot be con-
nected no matter how dense it is. This paramater. thus charac-
terizes the impact of opportunity occurrence on the connectivity of
the secondary network: when the density of the primary transmit-
ters is beyond a certain level, there are simply not enough spectrum
opportunities for any secondary network to be connected.

1.2 Impact of Transmission Power:

Proximity vs. Opportunity

Following the analytical characterizations of the connectivity re-
gion, we study the impact of system design parameters, in particu-
lar, the transmission power.. of the secondary users on the con-
nectivity region. We reveal an interesting tradeoff between proxim-
ity and opportunity in the design of CR networks. As illustrated in
Fig. 2, we show that increasing.. enlarges the connectivity region
C in the \s-axis (.e., better proximity leads to a smaller “takeoff”
point), but at the price of reducing in the Apr-axis. Specifi-
cally, with a largep:.,, few secondary users experience spectrum
opportunities due to their large interference range with respect to
the primary users. This leads to a poor tolerance to the primary
traffic load parameterized bypr.
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Figure 2: Simulated connectivity regions for two different

transmission powers ., denotes the transmission power of
secondary users, and the largep:, is 3¢ times the small p,

where « is the path-loss exponent).

The transmission power,, of the secondary users should thus
be chosen according to the operating point of the CR network given
by the density of the secondary users and the traffic load of the co-
existing primary users. Using the tolerance to the primary traffic



load as the performance measure, we show that the interferencehe communication channeld.,the presence of a spectrum oppor-

ranger; of the secondary users should be equal to the interference
rangeR; of the primary users in order to maximize the upper bound
on the critical density\},,. of the primary transmitters. Given the

tunity). The latter is determined by the transmitting and receiving
activities in the primary network as described below.
As illustrated in Fig. 3, where we consider the disk signal prop-

interference tolerance of both the primary and the secondary usersagation and interference model, there exists an opportunity from

we can then design the optimal transmission powerof the sec-
ondary users based on that of the primary users.

1.3 Related Work

To our best knowledge, the connectivity of large-scale ad hoc
CR networks has not been characterized analytically or experimen-
tally in the literature. There are a number of classic results on the
connectivity of homogeneous ad hoc networks. For example, it has
been shown that to ensure eitheconnectivity (there exists a path
between any pair of nodes) [6, 7, 13]/oiconnectivity (there exist
at leastk node-disjoint paths between any pair of nodes) [1], the

average number of neighbors of each node must increase with the

network size. On the other hand, to maintain a weaker connectiv-
ity — p-connectivity {.e., the probability that any pair of nodes is
connected is at leagl), the average number of neighbors is only
required to be above a certain ‘magic number’ which does not de-
pend on the network size [12].

The theory of continuum percolation has been used by Datsse
al. in analyzing the connectivity of a homogeneous ad hoc network
under the worst case mutual interference [2, 3]. In [9], the connec-
tivity and the transmission delay in a homogeneous ad hoc network
with statically or dynamically on-off links are investigated from a
percolation-based perspective.

The optimal power control in CR networks has been studied
in [16], which focuses on a single pair of secondary users in a Pois-
son network of primary users. The impacts of secondary users’
transmission power on the occurrence of spectrum opportunities
and the reliability of opportunity detection are analytically charac-
terized.

2. NETWORK MODEL

We consider a Poisson distributed secondary network overlai
with a Poisson distributed primary network in an infinite two di-

d

mensional Euclidean space. The models of the primary and sec-

ondary networks are specified in the following two subsections.

2.1 The Primary Network

The primary transmitters are distributed according to a two di-
mensional Poisson point process with densifyr. To each pri-
mary transmitter, its receiver is uniformly distributed within its
transmission rang&,. Here we have assumed that every primary
transmitter uses the same transmission power and the transmitte

signal undergoes an isotropic path loss. Based on the displacemen

theorem [8, Chapter 5], it is easy to see that the primary receivers
also form a two dimensional Poisson point process with density
Apr. Note that the two Poisson processes formed by the primary
transmitters and receivers are correlated.

2.2 The Secondary Network

The secondary users are distributed according to a two dimen-
sional Poisson point process with densiy, independent of the
two Poisson processes of the primary transmitters and receivers
The transmission range of the secondary users is denotegd by

2.2.1 Communication Links

A, the secondary transmitter, afj the secondary receiver, if the
transmission fromA does not interfere with nearbygrimary re-
ceiversin the solid circle, and the reception &tis not affected by
nearbyprimary transmittersn the dashed circle [17]. Referred to

as the interference range of the secondary (sths radiusr; of

the solid circle atA depends on the transmission powersdfand

the interference tolerance of the primary receivers, whereas the ra-
dius R; of the dashed circle (the interference range of the primary
users) depends on the transmission power of the primary users and
the interference tolerance &f.
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Figure 3: Definition of spectrum opportunity.

It is clear from the above discussion that spectrum opportuni-
ties depend on both transmitting and receiving activities of the pri-
mary users. Furthermore, spectrum opportunitiesaaggnmetric
Specifically, a channel that is an opportunity whérs the trans-
mitter andB the receiver may not be an opportunity whens the
transmitter andd the receiver. In other words, there exist unidirec-
tional communication links in the secondary network. Since unidi-
rectional links are difficult to utilize in wireless networks [14], we
only consider bidirectional links in the secondary network when we
define connectivity. As a consequence, when we determine whether
there exists a communication link between two secondary users, we
need to check the existence of spectrum opportunities in both direc-
tions.

To summarize, under the disk signal propagation and interfer-

gnee model, there is a (bidirectional) link betweémand B if and

Pnly if (i) the distance betweeA and B is at mostr,; (ii) there ex-
Ists a bidirectional spectrum opportunity betwe¢rand B, i.e.,
there are no primary transmitters within distari¢eof either A or
B and no primary receivers within distanceof either A or B.

“The interference range of the secondary users is defined as the
maximum distance from a secondary transmitter to a primary user
such that the interference of the secondary transmitter to the pri-
mary user is above the interference tolerance of the primary users.
By considering the definition of the interference tolerance, we have

that as long as the primary receiver is not within the interference

range of the secondary transmitter and it is within the transmission
range of the primary transmitter, the primary receiver can success-
fully decode the message from the primary transmitter no matter
the distance between the primary transmitter and the primary re-

In contrast to a homogeneous ad hoc network, the existence ofcejver.
a communication link between two secondary users depends not>The interference range of the primary users is defined similarly to

only on the distance between them but also on the availability of

the interference range of the secondary users.



2.2.2 Connectivity THEOREM 1. Basic Properties of Connectivity Region

We interpret the connectivity of the secondary network in the T1.1 The connectivity regiof is contiguous, that is, for any two
percolation sense: the secondary network is connected if there ex- points(As1, Apr1), (As2, Apr2) € C, there exists a contin-
) 1 b il

ists an infinite connected component a.s.
Based on the above conditions (i, ii) for the existence of a com-
munication link, we can obtain an undirected random g@pts, Apr) T1.2 The lower boundary of the connectivity regi®is the \s-

uous path irC connecting the two points.

corresponding to the secondary network, which is determined by axis. LetArr(\s) denote the upper boundary of the con-
three Poisson point processes: the secondary users with density nectivity regiorC, i.e.,

s, the primary transmitters with densilyyr, and the primary re- . A _

ceivers with density\ p (correlated to the process of the primary Apr(As) = sup{Apr : G(As, Apr) is connected,
transmitters). See Fig. 4 for an illustration & (\s, Apr). then we have that’.-(\s) is monotonically increasing with

As.

T1.3 There exists either zero or one infinite connected component
in G(As, Apr) @.s.

PROOFSKETCH. The proofs for T1.1 and T1.2 are based on the
coupling argument which is a technique frequently used in contin-
uum percolation [11, Section 2.2]. To prove T1.3, we first show the
ergodicity of the random model driven by the three Poisson point
processes of the primary transmitters and the primary receivers and
Primary Tx the secondary users. L&t denote the (random) number of infinite
OPrimary Rx connected components §(As, Ap7), then it is obvious that the
® Secondary Use event{ K = k} is invariant under the group of shift transforma-
tions, for allk > 0. It follows from the ergodicity of the random
model that the event occurs with probabilityr 1. Consequently,
we have thatK is an constant a.s. Then it suffices to exclude the
possibility of K > 2 and K = oco. The details of all the proofs can
be found in [15]. O

=

Figure 4: A realization of the CR network. The random graph
G(As, Apr) consists of all the secondary nodes and all the bidi-
rectional links denoted by solid lines. The solid circles de-
note the interference regions of the primary transmitters within

which secondary users can not successfully receive, and the 11 1 anq T1.2 specify the basic structure of the connectivity re-
dashed circles den.o';? theh.rehquwed grotectlon rehglo?ds f(;r the  gion, asillustrated in Fig. 1. T1.3 implies the occurrence of a phase
fprlmary receivers within which secondary users should refrain transition phenomenon, that is, there exists either a unique infinite
rom transmitting. connected component a.s. or no infinite connected component a.s.
This uniqueness of the infinite connected component also estab-

The question we aim to answer in this paper is the connectivity |ishes the strong connectivity of the secondary network: once it is

of the secondary networke., the percolation i (As, Apr). connected, it is strongly connected.
3. ANALYTICAL CHARACTERIZATIONS 3.2 Critical Densities
OF THE CONNECTIVITY REGION In this subsection, we study the critical densities of the secondary
. . . users and the primary transmitters.
Given the transmission power and the interference tolerance of

both the primary and the secondary users.( R,, R;, p, andr; THEOREM 2. Critical Densities

are fixed), the connectivity of the secondary network depends on GivenR,, Ry, p, andr;, we have

the density\s of the secondary users and the densigy of the

primary transmitters. We thus introduce the concept of connectivity T2.1 A5 = Ac(rp), wherel.(r,) is the critical density for a con-

regionC of a CR network, which is defined as the set of density ventional homogeneous ad hoc network with transmission
pairs(As, Apr) under which the secondary netwafkAs, Apr) ranger, (i.e., in the absence of the primary network).
is connected. — (D) )

T22 Xpp < Tmax(F2.7] 72 where the constank.(1) is the

A .
C={(As, Apr) : G(As, Apr) Is connected. critical density for a conventional homogeneous ad hoc net-

3.1 Basic Properties of the work with a unit transmission range.

Connectivity Region PROOFSKETCH. The basic idea of the proof for T2.1 is to ap-
proximate the secondary netwogK\s, Apr) by a discrete edge-
percolation model on the grid, and then apply a ‘Peierls argument’ [5,
Chapter 1] to the discrete edge-percolation model. This discretiza-
tion technique is often used to convert a continuum percolation

We establish in Theorem 1 below three basic properties of the
connectivity region.

7 . . . . . .
5The two Poisson point processes of the primary transmitters and A model is said to be ergodic if the group of shift transformations

receivers are essentially a snap shot of the realizations of the pri-{S= : @ € R? orZ?} acts ergodically on the probability space
mary transmitters and receivers. In different slots, different sets of ({2 F, p) of the model, where the shift transformatiSp s to shift
primary users become active transmitters/receivers. Thus, even if athe realizationo € by z. A group of transformation$S. : z €
secondary user is isolated at one time due to the absence of specR? or Z?} is said to be act ergodically if the-algebra of events
trum opportunities, it may experience an opportunity at a different invariant under the whole group is trivialge., any invariant event
time and be connected to other secondary users. has measure either zero or one.



model to a discrete site/edge percolation model (see, e.g., [11, Chap- THEOREM 3. Letr; and R; denote the interference range of

ter 3], [3]).
The proof for T2.2 is based on the argument that if there is an

infinite connected component in the secondary network, then an
infinite vacant component must exist in the two Poisson Boolean
models driven by primary transmitters and primary receivers, re-

spectively. The key point is to carefully choose the radii of the

two Poisson Boolean models. The details of the two proofs can be

foundin [15]. O

Fig. 5 shows a simulation example of the connectivity region,
where this upper bound appears to be achievable.
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Figure 5: Simulated connectivity regions whenr, 150m,
r; = 240m, R, = 100m, and R; = 120m. The blue dashed
line is the upper bound on the critical density of primary trans-
mitters.

4. IMPACT OF TRANSMISSION POWER:

PROXIMITY VS. OPPORTUNITY

In this section, we study the impact of the secondary users’ trans-

mission power on the connectivity region. As has been illustrated
in Fig. 2, there exists a tradeoff between proximity and opportu-
nity. Specifically, increasing the transmission powgr of the sec-
ondary users leads to a smaller critical dengityof the secondary
users, but at the same time, a smaller critical densjty. of the
primary transmitters.

From the scaling relation of the critical density [11, Proposition
2.11], we know that in a homogeneous two dimensional network,

Ae(rp) = Ae(1) (1) ™2 o (pra) "%

wherea is the path-loss exponent, aid(r,) is the critical density
for a homogeneous ad hoc network with transmission range

the secondary and the primary users, respectively. For a fiked
the upper bound on},,. given in T2.2 is maximized whep = R;.

PROOFSKETCH. Since under the disk signal propagation and
interference mod®&| r, = Br; for somegs € (0, 1), this theorem
can be proven by considering two cases:< R; andr; > Rj.
Details can be found in [15].

This theorem shows that in order to achieve the best tolerance
to the primary traffic in terms of connectivity, the secondary net-
work should choose its transmission power such that its interfer-
ence range; is equal to the interference rangg of the primary
network. An example of the upper bound . is plotted as a func-
tion of r7 in Fig. 6.
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Figure 6: An example of the upper bound for\},- as a function
of r; (Parameters are given byR; = 120m, r, = 0.62577).

5. CONCLUSION

We have studied the connectivity of a large-scale cognitive ra-
dio network in terms of the occurrence of the percolation phe-
nomenon. We have introduced the concept of connectivity region
to specify the dependency of connectivity on the density of the sec-
ondary users and the traffic load of the primary users. By using
the coupling argument, the ergodic theory, and certain combinato-
rial results, we have shown three basic properties of the connectiv-
ity region: the contiguity, the monotonicity of the boundary, and
the uniqueness of the infinite connected component. Furthermore,
we have analytically characterized the critical density of the sec-
ondary users and the critical density of the primary transmitters;
they jointly specify the profile as well as an outer bound on the con-
nectivity region. By examining the impact of the secondary users’
transmission power on the connectivity region, we have demon-

Thus, if each secondary user adopts a high transmission power, therstrated the tradeoff between proximity and spectrum opportunity

Ac(rp) reduces. It follows from T2.1 that the critical density;

in the design of the optimal transmission power in cognitive radio

of the secondary users for connectivity reduces due to enhancednetworks.

proximity (increased number of direct neighbors).
Using the tolerance to the primary traffic load as the performance

measure, we address in the following theorem the problem of howagower, it follows that the transmission rangg of the secondary

to choose the transmission power of secondary users based on th
of primary users in order to maximize the upper bound on the crit-
ical densityA%, . of primary transmitters.

8Since the minimum transmission power for successful reception

is, in general, higher than the maximum allowable interference

sers is smaller than the interference ramgeof the secondary
users. Furthermore, under the disk signal propagation and inter-
ference model, we hawg, = r; (0 < 8 < 1).
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Connectivity: Poisson Primary + Poisson Secondary
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Connectivity: the existence of an infinite connected component almost surely.
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Connectivity
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Connectivity: the existence of an infinite connected component almost surely.

Existence of A Link between Two Secondary Users:

» they are within Tx range; » they see a bidirectional opportunity.
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Who Sees An Opportunity Who Doesn’t?
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Connectivity: the existence of an infinite connected component almost surely.

Existence of A Link between Two Secondary Users:

» they are within Tx range; » they see a bidirectional opportunity.
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Connectivity
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Connectivity: the existence of an infinite connected component almost surely.

Existence of A Link between Two Secondary Users:

» they are within Tx range; » they see a bidirectional opportunity.
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Connectivity Region

ADensity of Primary Tx

E Density of SU

» The connectivity region C is contiguous.
» Ao (\s) monotonically increases with \s.
» V(\s, Apr) € C, there exists a unique infinite connected component.

» The critical density of secondary users: 5 = \.(r,) (CD of homogenous networks).

Ac(1)

» The critical density of primary transmitters: A%, < rree
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Critical Density of Primary Transmitters
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Proof Techniques

» Contiguity and monotonicity: coupling argument

= = = =
- m - = - m - =
= =
= s ow = s ow
— z
m = = m
= . = .
u " u "
u m u m -
Poisson()\.) Poisson(\;) Poisson(\; — \;)

» Uniqueness of the infinite connected component
O Ergodic theory = # of infinite connected components = constant a.s.
0 Contradiction = # of infinite connected components ¢ {0,1,00} a.s.

0 Combinatorics = # of infinite connected components # oo a.s.
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Proof Techniques

» Critical density of secondary users
Discretize the continuum model into a dependent edge-percolation model.
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Proof Techniques

» Critical density of primary transmitters

O An infinite connected component in the secondary network = An infinite
vacant component in the two Poisson Boolean models driven by the
primary transmitters and receivers.

O Sharp transitions for two-dimensional Poisson Boolean models

no infinite occupied component . a unique infinite occupied component
a unique infinite vacant component no infinite vacant compone;t

Ae A
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Outer Bound on Connectivity Region

» Necessary condition for connectivity: conditional average degree p > 1.

Proof: construct a branching process, where 1 = E[#offspring].

» Conditional average degree 1

p = E[degree| the secondary user sees the opportunity]

= ()\Sm“;) - Pr{opportunity| one secondary user sees the opportunity}.
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Inner Bound on Connectivity Region

» Sufficient condition for connectivity:

\ 2
[1 — exp (— 2%)] exp {—)\pTﬂ' [R? +r¥—I(Ry, R, 7“1)” > Pe;

where

: S[(ta Rp7r])
](T,Rp,r])Q/Ot R dt,
Si(t,R,,r;) 1s the common area
of two circles with radii R, and
r; and centered ¢ apart, and p.
is the upper critical probability
of a constructed dependent site-
percolation model L.

Proof: the ergodicity of the net-
work model and its relation with
L.
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Proximity vs. Opportunity

Increasing p,, leads to more neighbors but fewer opportunities.

Small py,

~_ L’
.--‘.__—‘
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Proximity vs. Opportunity
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Proximity vs. Opportunity
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Optimal Transmission Power
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To coexist with heavy traffic load: Tx power matching between primary and secondary.
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Conclusion
ADensity of Primary Tx
*
_________________________________ e
pr(As)

Lonectivity, Region C

— - — — m —mmmmmm— - — - - - — 4

>
Density of SU

>
N ¥



